D J L haulage /Loweroak 
SAFE SYSTEM OF WORK METHOD STATEMENT FOR REMOVAL OF WHEELS
· Ensure vehicle parked on level ground.

· Carry out all round observation ensuring hazard free area i.e. vehicles passing closely.
· Wear correct PPE.

· Vehicle is jacked up & axle id propped by wood.
· Airline to be used to remove wheel nuts.
· Wheel to be removed by hand .

· Refit wheel by moving into place & aligning with tyre bar 
· Refit wheel nuts & retighten.
· Remove blocks & jack & tidy area.


Safe System of Work Method Statement for Cutting of Tyres

· Ensure vehicle is parked on level Ground

· Carry out all round observation ensuring hazard free are i.e vehicles passing closely whilst working.

· Wear correct PPE

· Park away from others were possible

· Vehicle to be jacked up using bottle jack & axle to be blocked with timber

· Cutting of tyres to be done by turning of wheel as & when each cut is done.

· Upon completion remove blocks & lower jack, lower body & tidy area of any rubbish.

· Equipment required

· Portable generator, tyre cutter, bottle jack, body prop & blocks of timber.

D J L haulage /Loweroak

SAFE SYSTEM OF WORK METHOD STATEMENT FOR WASHING TRUCK

· Ensure vehicle parked on level ground.

· Remove Keys & Lock doors

· Wear correct PPE

· Inspect washer for any defects. If any do not use & report it.

· Do not aim washer at anybody.

· When washing under the body make sure it propped.

· Wash truck as required.

· Tidy away all equipment.
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